
A zero turn mower, the Iseki SZ330 comes with a choice

of 1.6 or 1.80 metre cutting decks. Powered by a 33hp,

three-cylinder, liquid cooled diesel engine with easy

access via a tilting, one-piece engine cover. An optional

mulching kit for rear discharge decks is available 

Step-through operator platform, fully adjustable suspension
seat with arm rests, folding ROPS frame, inertia reel lap belt
and foot operated parking brake all provide operator comfort
and safety. The 36 litre fuel tank, with electric fuel indicator
as standard, provides plenty of operational capacity at
speeds of up to 10.6 mph. All the main operator controls are
situated on the right hand side and include engine ignition,

hand throttle, deck lift/lower level, height of cut selector, fuel
gauge, warning lights and hour meter.

Power:

Cutting Width:

Drive System:

Special Features:

23.5 kW (33 hp)

1.5 m (60”) 0r 1.8 m (72”) 

Two range HST transmission 

Zero turn, high operational capacity. 

SZ330
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Zero turn capabilities - great for operators
negotiating tight turns
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SZ330 Technical Data
Power Engine: Type Diesel, indirect injection, overhead valve

Displacement 1498cc

No of cylinders 3

Power 23.5kw (33hp) at 2500rpm

Fuel capacity 36.9ltr (8.1 gal)
Transmission Type Hydrostatic  with Auto throttle

Gear forward/reverse 2 ranges

Speed Forward: 17km/h (10.6 mph) 

Reverse: 8 km/h (5 mph)
Brakes Type Dry drum

Tyres Front 15x6.00-6 

Rear 2 26x12.00-12

Dimensions Length 2.32m (91.3”)

Width (no deck) 1.66m (65.4”)

Width (with 1.8m deck) 2.28m (90”)

Height with ROPS 1.95m (76.7”)

Weight (no deck) 620kg (1367 lbs)

Weight (with 1.6m deck) 735kg (1620 lbs) 

Weight (with 1.8m deck) 770kg (1698 lbs) 

Width No deck: 1.66m (65.4”) 

1.80m (72”) deck: 770kg (1698 lbs)
Mower Deck 1.52m (60”) side discharge

1.60m (63”) rear discharge 

1.60m (63”) mulching

1.80m (72”) side discharge

1.80m (72”) rear discharge

1.80m (72”) mulching

1.6m width of deck allows easy
access to difficult areas


